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FLEXIBLE-HOSE DISCHARGE ADAPTOR

PITLESS DISCHARGE ADAPTOR
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ASSEMBLY WITH ACCESSORIES

SIDE-SLOPE INSTALLATION
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NOTE:  A Blackhawk 
technician will replace seals 
and clean cartridges in our 
factory at low cost with 
quick turnaround, returned 
good as new: 800-469-4887, 
dparison@blackhawkco.com.

Replace clean cartridge

Remove split ring Remove Variseal(s) Pick tool Pull X-rings

1)	 Push out cartridge from 
seal block.

2)	 Remove two outside 
O-rings.

3)	 Remove rod wiper. Use pick 
tool to snag seal and pull 
from groove.

4)	 Flip cartridge over. 
Use small, thin-blade 
screwdriver to remove split 
(retaining) ring.

For V-Stack™ cartridge only:

5)	 With same screwdriver, 
remove Variseals and Hat 
Rings. 
Go to Step 7 

For Hat Ring® cartridge only:

5)	 With same screwdriver, 
remove Variseal and  
Hat Ring.

6)	 Using dental-style pick 
tool, remove X-rings, 
backup rings. 
Go to Step 7

7)	 Soak cartridge in paint 
thinner 30 minutes.

8)	 Clean grooves with fine 
wire brush; be careful to 
avoid marring. 

9)	 Soak in green or orange 
grease cutter 30 minutes.

10)	 Rinse thoroughly with 
water.

11)	 If cartridge not fully clean, 
repeat steps 8-10. Dry.

12)	 Install new seals in inverse 
order from above – refer to 
cartridge drawing.

13)	 Push clean cartridge back 
into block.
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Heavy-duty, flexible U-Cup piston seals for High-Temperature Corrosion-Resistant (HTCR) pumps are easy to 
replace if necessary.  Procedures are the same for brass, PEEK and Delrin pistons.

NOTE:  A Blackhawk technician will replace piston and cartridge seals 
and clean cartridges at our factory at low cost with quick turnaround, 
returned good as new:  800-469-4887, dparison@blackhawkco.com.

1.	 Insert flat blade of 
small screwdriver  
under seal.

2.	 Push blade 
underneath and 
through seal to bring 
it up from groove. 

3.	 Work blade around 
piston to remove.

4.	 Repeat for second 
seal.

5.	 Clean piston before 
inserting; press seal 
into groove.

6.	 Insert screwdriver 
through seal.

7.	 Work back around. 8.	 Check both seals for 
uniform fit

REMOVE

REPLACE



Final delivery date will be determined at time of order. 
All prices are in U.S. dollars, F.O.B. Glen Ellyn, IL USA. A 
copy of Buyers Purchase Order is required at time of order. 
“Delivery time on all specials will be determined after 
receipt of order.” Terms are Net 30 days. Total quoted price 
does not include freight charges. Freight will be prepaid and 
added to Blackhawk Technology’s final invoice to buyer. A 
service charge of 1.5% per month will be applied to all past-
due invoices. Pricing is valid for 30 days. Notwithstanding 
anything contained herein to the contrary, the parties 
agree that the terms and conditions set forth in the limited 
warranty of Blackhawk Technology Company shall supersede 
any of the terms and conditions otherwise set forth. 

Blackhawk’s liability under this warranty shall be limited 
to repairing or replacing at Blackhawk’s option, without 
charge, F.O.B. Blackhawk’s factory, any product that 
Blackhawk manufactures. Blackhawk will not be liable for 
any costs of removal, installation, transportation or any 
other changes that arise in connection with a warranty 
claim. Products that are sold but not manufactured 
by Blackhawk are subject to the warranty provided by 
manufacturer of said products and not by Blackhawk’s 
warranty. Blackhawk will not be liable for damage or 
wear to said products by abnormal operating conditions, 
accident, abuse, misuse, unauthorized alteration or repair, 
or if the product was not installed in accordance with 
Blackhawk’s printed installation and operating instructions. 

To obtain service under this warranty, the defective product 
must be returned to Blackhawk together with proof of 
purchase and installation date, failure date, and supporting 
installation data. Unless otherwise provided, contact will 
be made to Blackhawk for instructions prior to return of 
defective product. Any defective product to be returned 
to Blackhawk must be sent freight prepaid; documentation 
supporting the warranty claim/or a return Material 
Authorization must be included if so instructed. 

Blackhawk will not be liable for any incidental or 
consequential damages, losses, or expenses arising from 

installation, use, or any other causes. There are not 
expressed or implied warranties, including mechanical 
ability of fitness for a particular purpose, that extend 
beyond those warranties described or referred to above. 

Some jurisdictions do not allow the exclusion or limitation 
of incidental or consequential damages, and some 
jurisdictions do allow limitations on how long implied 
warranties may last. Therefore, the above limitations or 
exclusions may not apply to you. This warranty gives you 
specific legal rights and you may also have other rights that 
vary from jurisdiction to jurisdiction.

In the event of perceived failure of a Blackhawk Technology 
Company product, please follow this warranty claim 
procedure:

1.	 Verify that the problem is due to the suspected 
product and not another part of the system. You 
may call Blackhawk technical support for advanced 
troubleshooting assistance.

2.	 If you confirm that a Blackhawk product is defective, 
detail in writing the exact nature of the failure.

3.	 The product must be accompanied by notation of a 
dated proof of purchase, installation date, failure date 
and supporting installation data that are satisfactory to 
Blackhawk.

4.	 Return the product, the written description of the 
failure, and supporting notation to Blackhawk’s home 
office, 21W211 Hill Avenue, Glen Ellyn, IL 60137, 
along with your address and a daytime phone number. 
Purchaser must prepay all delivery costs or shipping 
charges, as well as any other charges encountered in 
shipping any defective Blackhawk product under this 
warranty policy. No shipment will be accepted collect.

5.	 Any return from Blackhawk will be sent via Blackhawk’s 
preferred shipping agent. Special shipping arrangements 
are available at the customer’s expense.

Limited Warranty
Pumps (excluding seals) manufactured by Blackhawk Technology Company (Blackhawk) are warranted, to the original user 
only, to be free of defects in material and workmanship for one year from the date of invoice. 

Terms and Conditions

BLACKHAWK TECHNOLOGY COMPANY  |  21W211 HILL AVE.  |  GLEN ELLYN, IL 60137  |  P 630.469.4916  |  F 630.469.4896
www.blackhawkco.com  |  info@blackhawkco.com V2-I&O-9252  |  04112017


